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Holder of Certificate: Kupo Co. Ltd.
6F No. 4, Lane 609, Sec. 5, Chung Shin Rd.
San Chung District
24159 New Taipei City
TAIWAN

Certification Mark:

 

Product: Coupler
The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition, the certification holder must not transfer the certificate to 
third parties. This certificate is valid until the listed date, unless it is cancelled earlier.
All applicable requirements of the Testing, Certification, Validation and Verification Regulations of 
TÜV SÜD Group have to be complied. For details see: www.tuvsud.com/ps-cert

Test report no.: 704352307101-00

Valid until: 2029-03-27

Date, 2024-03-28

( Junjie (Steven) Xu )
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Model(s): KCP-831 (KCP-831B), KCP-831-T (KCP-831B-T), 
KCP-832 (KCP-832B), KCP-832-L (KCP-832B-L), 
KCP-833 (KCP-833B), KCP-830 (KCP-830B), 
KCP-820 (KCP-820B), KCP-823 (KCP-823B), 
KCP-901 (KCP-901B), KCP-902 (KCP-902B), 
KCP-903 (KCP-903B), KCP-838 (KCP-838B), 
KCP-838-T (KCP-838B-T), KCP-843 (KCP-843B), 
KCP-828 (KCP-828B), KCP-828-T (KCP-828B-T), 
KCP-825 (KCP-825B), KCP-860 (KCP-860B), 
KCP-862 (KCP-862B), KCP-863 (KCP-863B), 
KCP-810 (KCP-810B), KCP-813 (KCP-813B), 
KCP-851 (KCP-851B), KCP-852 (KCP-852B), 
KCP-853 (KCP-853B), KCP-850 (KCP-850B), 
KCP-858 (KCP-858B), KCP-859 (KCP-859B),
KCP-844 (KCP-844B), KCP-100B, KS-089 (KS-089B), 
C-14SP (C-14BP), KCP-830ST, KCP-831ST, KCP-832ST

Brand Name: KUPO
Parameters:

KCP-831 KCP-831-T KCP-832 KCP-832-L
Model: (KCP-831B) (KCP-831B-T) (KCP-832B) (KCP-832B-L)
Load-bearing capacity (kg): 500 500 300 300
Weight (g): 500 560 1000 1090
Clamp body material: AL-6061-T6 AL-6061-T6 AL-6061-T6 AL-6061-T6

KCP-833 KCP-830 KCP-820 KCP-823
Model: (KCP-833B) (KCP-830B) (KCP-820B) (KCP-823B)
Load-bearing capacity (kg): 340 230 180 230
Weight (g): 640 350 650 480
Clamp body material: AL-6061-T6 AL-6061-T6 AL-6061-T6 AL-6061-T6

KCP-901 KCP-902 KCP-903 KCP-838
Model: (KCP-901B) (KCP-902B) (KCP-903B) (KCP-838B)
Load-bearing capacity (kg): 200 190 200 200
Weight (g): 200 300 250 580
Clamp body material: AL-6061-T6 AL-6061-T6 AL-6061-T6 AL-6061-T6

KCP-838-T KCP-843 KCP-828 KCP-828-T
Model: (KCP-838B-T) (KCP-843B) (KCP-828B) (KCP-828B-T)
Load-bearing capacity (kg): 200 200 100 100
Weight (g): 630 680 410 470
Clamp body material: AL-6061-T6 AL-6061-T6 AL-6061-T6 AL-6061-T6

KCP-825 KCP-860 KCP-862 KCP-863
Model: (KCP-825B) (KCP-860B) (KCP-862B) (KCP-863B)
Load-bearing capacity (kg): 100 350 350 230
Weight (g): 540 290 520 360
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Clamp body material: AL-6061-T6 AL-6061-T6 AL-6061-T6 AL-6061-T6

KCP-810 KCP-813 KCP-851 KCP-852
Model: (KCP-810B) (KCP-813B) (KCP-851B) (KCP-852B)
Load-bearing capacity (kg): 100 80 500 250
Weight (g): 670 810 540 1100
Clamp body material: ZL104 ZL104 AL-6061-T6 AL-6061-T6

KCP-853 KCP-850 KCP-858 KCP-859
Model: (KCP-853B) (KCP-850B) (KCP-858B) (KCP-859B)
Load-bearing capacity (kg): 340 280 140 200
Weight (g): 680 380 690 510
Clamp body material: AL-6061-T6 AL-6061-T6 AL-6061-T6 AL-6061-T6

KCP-844 KCP-100B KS-089 C-14SP
Model: (KCP-844B) (KS-089B) (C-14BP)
Load-bearing capacity (kg): 40/300 250 100 150
Weight (g): 940 1140 665 1335
Clamp body material: ADC-12 ADC-12 AL-6061-T6 Q235

KCP-830ST KCP-831ST KCP-832ST
Model:
Load-bearing capacity (kg): 300 500 260
Weight (g): 320 475 940
Clamp body material: AL-6061-T6 AL-6061-T6 AL-6061-T6

Tested according to: PPP 53281D:2021
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This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




