Dynamic Audio Solutions
m EAS Series Specifications

BrainCore"

Frequency Response g
(-6dB aneghoic chamber) 60Hz-20KHz 55Hz-20KHz 45Hz-20KHz 40Hz-20KHz 35Hz-150Hz 42Hz-200Hz Technology Inside
Directivity -6dB(H°xV°) 90° x 60° 60° x 40° /
. Continuous 123dB 125dB 128dB 130dB 131dB 133dB
Maximum
Calculated |Program 126dB 128dB 131dB 133dB 134dB 136dB
SPL/AM
Peak 129dB 131dB 134dB 136dB 137dB 139dB
HF Customized Beyma ferrite driver,1.75” voice coil,1.0” exit /
Drivers Customized Customized Customized Customized
LF Audiocenter Audiocenter Customized Audiocenter Audiocenter Audiocenter
ferrite driver, ferrite driver, ferrite driver, 3” voice coil ferrite driver, ferrite driver,
2” voice coll 2.5” voice caoill 4” voice coil 3.5” voice coil
Crossover and Slope Controlled by DSP
Signal Input/Output Female XLR, Mono jack 6.35 and RCA for input, Male XLR for output Female XLR input, Male XLR output
Power Input/Output ;
Connector 3 pin plug
Working Voltage 100V-130V/60Hz or 220V-240V/50Hz
DSP
Processor 96KHz signal sampling frequency, 24bit precision
Presets MAIN, Speech, W/SUB ‘ MAIN, F/Monitor, W/SUB ‘ 80Hz,100Hz,120Hz
AMPLIFIER
Amplifier Class D
Power(Peak) 2000W
Frequency Response
Wea oo T 20Hz-20KHz(+0.5dB) 20Hz-6KHz(£0.50B)

Intermodulation
Distortion <0.05%
(20Hz-20KHz, half power)

Total Harmonic
Distortion(20Hz-20KHz, <0.05%
Rated power 8Q)

Cooling Cooling with fans ,air convection
DC protection N
Short circuit N
protection

Overheat. J EAD5 secries

Output H 3

Protection ovetioad J Active DSP-controlled Loudspeaker
proZection EADS series is Audiocenter latest active speaker built with BrainCore™ | innovative core application
s?ﬁ:éta}grl:p N technology that researched and developed by Audiocenter with supreme performance and high
o reliability.
Oveirvcz_ltage N
protection ] . . i
Undervoltage EA5 Series have 6 models in total, EA508, EA510, EA512 & EA515 full range speaker matching with
protection v EA5118& EA5212 subwoofer.

CABINET EAS Series is specially designed for fixed installation like ballroom, meeting room, lecture hall, exhibition

center, house of worship and touring performance like party, road show, seminar, speech, etc.
Cabinet CNC made of excellent wood
Pole Mount 1 base hole ®35mm on the bottom, 0°/10°adjustable 1 base hole ®35mm on the bottom
- - U bracket / Single point hanging frame / Flexible wall mounting Flightcase / Wheel / Coupling bar /

Optional Accessorles bracket / Coupling bar / Flightcase / Durable rain bag/Handbag Durable rain bag

Dimensions(WxHxD) 282x496x350mm | 332x548x352mm 374x608x378mm | 446x700x440mm 510%625x712mm | 372x810x604mm

Net Weight 16.0Kg 19.0Kg 25.0Kg 30.0Kg 42.5Kg 42.0Kg
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